Camera operation instruction

1. Download and install the app via app store or Google search for "TuyaSmart". Or scan the QR code below to download

ScanQR code to Ardroid
download

2.0pen the APP: register and log in; Support for Google and Apple account login
Please allow APP access to: Location, wifi/WLAN, send notifications, Bluetooth.
3. Power on the camera and start it up. Wait for the blue light to flash slowly.

4..Enter the APP and click Add Device
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5.Select Smart Camera (dual-band WiFi)
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6. Click on the upper right corner and select "Wi-Fi Connection". Click Next and select "Hot Spot Connection".
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Select the status of the indicator light or

hear the beep:
AP Mode EZ Mode
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7. Enter the password and click "Next" (select 5g Wi-Fi or 2.4G network connection)
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Enter Wi-Fi Password
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8. Click to disconnect "
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Connect your mobile phone to
the device's hotspot

© Connect your phone to the hotspot shown below:

WILAN (_l
+ SmartLife-XXXX
v SL-XXXX

@ Go back and add devices.

Go to Connect

9. - Find "SmartLife-XXXX" and return to APP
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10. Display "Connecting" + "Connection Succeeded"
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Connecting Device

Keep the network stable.
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" Security Camera

11. Go to the camera home screen
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Button function:

Reset: press the B key for 5 seconds to restart the indicator, reset the successful
indicator indicates:

hot mode: the red light is on and off. The blue light flashes slowly.

In the distribution network: the blue light flashes slowly.

WiFi connected successfully: the blue light is always on.



